


D i s t r i b u t e d  b y :

Universal One
Specifications

Intelligence
• Configurable remotely over network 

from ScanNet™
• Configurable locally from PowerPad4 

terminal
• Configuration options:

• Patron display messages
• Programmable outputs
• Reports
• Receipts

• Networkable via (optional 
configurations):

• RS-485 serial loop
• Ethernet

• Fully functional when online or offline
• Buffers up to 1900 credit card 

and 7700 cash transactions

Patron Interaction
• Bright backlit LCD display directs 

patron through transaction workflow
• Lit Press for Ticket button uses 

membrane contract for long life
• Accepts (optional configurations):

• Magstripe tickets, vouchers, 
validations via transport

• Patron ID via prox reader
• Credit cards via insertion reader

• Thermal printer provides patron 
receipt upon request

• ADA compliant

Electrical
• 90-130VAC or 180-240VAC 

external power
• Maximum draw – fully configured – 

90-130VAC: 8A
• Maximum draw – fully configured – 

180-240VAC: 4A
• 24VDC internal circuit for low voltage 

components
• Segregated AC circuit for optional 

UPS unit 

Mechanical
• 58” H x 14” W x 20” D (147cm H x 

36cm W x 51cm D)
• Weight – fully configured: 178lbs 

(81kg)
• Heavy gauge steel frame 

construction
• Aluminum cladding construction

Environmental
• Insulated, heated and vented to 

maintain internal temperature and 
humidity ranges

• NEMA 3R cabinet 
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