


Universal PS
Specifications

Intelligence

e Configurable remotely over network
from ScanNet™
e Configurable locally from PowerPad4
terminal
e Configuration options:
e Patron display messages
e Currency handling
® Reports
* Receipts
e Networkable via (optional
configurations):
e RS-485 serial loop
e Ethernet
e Fully functional when online or offline
e Buffers up to 1900 credit card and
7700 cash transactions

Patron Interaction

e 15" LCD display directs patron
through transaction workflow
e Change Language button supports
English, Spanish, Portuguese and
French
e Accepts (optional configurations):
e Magstripe tickets, vouchers,
validations via transport
e Patron ID via prox card
e Credit cards via insertion reader
e All coin denominations between
15mm and 32mm
e Up to 14 bank notes denominations
e 120mm to 165mm length, 62mm
to 82mm width
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Stores (optional configuration):
e Approximately 2000 small coins
(18mm), 1200 large coins (24mm)
e Approximately 1000 bank notes
® Recycles coin denominations used
for dispensing
Dispenses (optional configurations):
e Up to 3 denominations of coins
between 17mm and 31Tmm
* Approximately 1200 large coins
per denomination (24mm)
e Up to 4 denominations of bank
notes
® 120mm to 165mm length,
60mm to 82mm width,
0.09mm to 0.3mm thickness
* Approximately 500 bank notes
per denomination
Thermal printer provides patron
receipt upon request
ADA compliant

Electrical

90-130VAC or 180-240VAC external
power
e Maximum draw — fully configured
—90-130VAC: 15A
e Maximum draw — fully configured
— 180-240VAC: 8A
24VDC internal circuit for low voltage
components
Three (3) 90-130VAC outlets for
service (when fully configured)
Segregated AC circuit for optional
UPS unit

Freedom for Control

For more information
federalapd.com
800.521.9330

Distributed by:

Mechanical

e 66" Hx 27" W x 22" D (168cm H x
69cm W x 56cm D)

e \Weight — fully configured: 540lbs
(245kg)

e Heavy gauge steel construction

e Powdercoated cladding

Security

e Heavy gauge steel construction

Five point locking system
User-configurable keys for external
lock

e Cabinet access is monitored and
recorded

Additional internal locking for all cash-
handling components

e Reinforced LCD display
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